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Road-tested performance
Our exclusive DEC-50 Xport plant is a decumulative mobile concrete batch plant specially designed

for exportation. Its dimensions allow for transportation in only two (2) 40’-0” (12 meters) long

containers: one open top and one flat rack. Easy to assemble, the plant does not need any founda-

tions and is ready for use in a snap. Any load size can be processed from the scale-mounted

aggregate hoppers and cement bin.

Aggregate bin 40 tons (36 metric tonnes)

Power panel

Cement bin 20 tons (18 metric tonnes)

Belt and screw conveyorsBelt and screw conveyors

Discharge

The DEC-50 Xport is specially designed
to fit in two containers.

Mobile Concrete Batch Plants

FEATURES
• Low profile high mobility
• Production capacity 65 yd³ (50 m³) per hour
• Decumulative batching
• Quick set up time
• No foundations/erection required, blocking only
• Telescopic legs
• Aggregate bins 40 tons (36 metric tonnes) with 2 compartments
• Direct front end loader charging of aggregates
• Cement bin 20 tons (18 metric tonnes)
• Cement delivery, 2 screw conveyors, 10’’ diameter (250mm),

24’ long (7.32 m) with 10 HP (7.5 kW) motors
• Transfer belt 30” (760mm), ribbed
• Electronic water meter, 2” (50 mm)
• Air compressor 5HP (3.75 kW) motor
• Air brakes, single axle, double wheels and fifth wheel
• Signal, brake and tail lights
• Factory wired and plumbed
• Factory tested



Our exclusive decumulative
mobile plants needs
no concrete foundations
and are ready for use in a
snap. This economical system
makes no compromise
on quality, versatility
or performance.

PRODUCTION CAPACITY: 65 yd3 (50 m3) per hour

www.bmhsystems.com

AGGREGATE BINS
• 20’ 0” (6.10 meters) long
• 7’ 6” (2.29 meters) wide
• 10’ 3” (3.12 meters) charging height

WEIGHING SYSTEM
• Two (2) digital indicators
• Cement bin mounted on four (4) load cells

of 25 000 lb (11 350 kg) each
• Aggregate bin mounted on four (4) load cells

of 25 000 lb (11 350 kg) each

WEIGHT
• 30,000 lbs (13,500 kg)

BATCHING CONTROL
• Manual electric/air

ELECTRICAL POWER
• Power panel 460 or 575 volts
• Other voltage available upon request

TRAVEL DIMENSION
• Engineered to fit one flat rack and

one open-top 40’ container
• 55’ 4” (16.9 meters) long
• 7’ 6” (2.29 meters) wide
• 14’ 2” (4.32 meters) high

OPTIONS
• Aggregate bins, 3 compartments 40 tons (36 metric tonnes)
• Computerized batch control system
• Moisture probe
• Dust collector for cement bin
• Diesel generator power
• Quick-connect plugs
• Cement bulk bag handling system

Any batch size can be processed
from the scale-mounted aggregate

hoppers and cement bin.

BMH’s road-tested expertise
makes the most of your investment.

For more information call 450 449-4770



BMH Systems is committed to being a leader in its field by providing the

most efficient, high-performance technologies on the market and the most

qualified human resources available. No matter the size of the project,

BMH is dedicated to finding creative ways of fulfilling its clients’ specific

needs, now and in the future, and becoming a true partner in their success.

www.bmhsystems.com
450 449-4770
71 ch. du Tremblay, Boucherville (Quebec) Canada J4B 7L6
info@bmhsystems.com

MOBILE CONCRETE BATCH PLANTS DESIGNED FOR PERFORMANCE

All components used in our mobile plants are designed from
the start to perform with oustanding results. From the design
to the manufacturing, BMH directly controls each and every
step of the project through a truly integrated approach.




